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1 variant

FAMILY DATASHEET

Illuminate even the most prominent venues with the mighty EAGLE. This high-performance floodlight is
perfectly suited to film studios, stadiums and even airports. Although it can reach a brightness of up to
301.450 Im, our EAGLE 4 module is not just about raw power. You can choose between different colour
temperatures (3000, 4000, 5000 K) and rendering indices (70, 80, 90).

TECHNICAL DATA

ELECTRONICS

Primary voltage
Frequency
Interfaces

Surge protection

LIGHTING TECHNOLOGY

Colour temperature

Special colour temperatures
Colour rendering

Maximum colour deviation
Light distribution

Lifetime

Dimmability

DIMENSIONS & MATERIAL

Housing colours

VARIANTS

Eagle 4 Head

DOCUMENTS

Datenblatt

198 - 264 /110 - 277 V
50 - 60 Hz

NEMA-Top / Zhaga-Top
10 kv

4'000 K, 5'000 K, 5'700 K

1'800 K, 2'200 K, 2'700 K, 3'000 K, 3'500 K, 6'500 K (on request)
>70/>80/>90

MacAdam 5

LC7 and others, further optics on request

Up to 100'000 h (L90B10), Ta =25 °C

DALI/1-10 V/ DMX

Silver RAL9006, Asphalt
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Herstellerlink
Montageinstruction
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